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SECTI ON 01440

CONTRACTOR QUALI TY CONTRCL

PART 1 GENERAL

1

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnati on only.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM D 3740 (1999c) Standard Practice for M ninum
Requi renents for Agencies Engaged in the
Testing and/or |nspection of Soil and Rock
as Used in Engineering Design and
Construction

ASTM E 329 (2000a) Standard Specification for
Agenci es Engaged in the Testing and/or
I nspection of Materials Used in
Construction

2 SUBM TTALS

EE R I R R S R I R I R I R S R R R R R S R I R I R I R R S R S R R R S

NOTE: Subnittals nust be Iimted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinmary
factors in determining if a submittal for the item
shoul d be required.

Indicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submttal by using "G' when the subnmittal requires
CGovernment approval. Submittals not classified as
"G'" will show on the submittal register as
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"Information Only". For subnittals requiring
CGovernnment approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.

EE R R R S I R R R I R S R R R O S R R I R R R R R R R O

Covernment approval is required for submittals with a "G' designation;
submttals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01300 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Submttals
Quality Control Plan; G [ ].

The Contractor shall furnish for review by the Governnent, not later than
30 days after receipt of notice to proceed and before the pre-construction
conference, the Contractor Quality Control (CQC) Plan proposed to inplenment
the requirenents of the Contract C ause entitled "Inspection of
Construction.” The plan shall identify personnel, procedures, control
instructions, test, records, and forns to be used. The Government will
consider an interimplan for the first 30 days of operation. Construction
will be pernmitted to begin only after acceptance of the CQC Plan or
acceptance of an interimplan applicable to the particular feature of work
to be started. Wirk outside of the features of work included in an
accepted interimplan will not be permitted to begin until acceptance of a
CQC Plan or another interimplan containing the additional features of work
to be started.

1.3 MEASUREMENT AND PAYMENT

Separ ate neasurenent and paynent will not be made for providing and

mai ntai ning an effective Quality Control program and all costs associated
therewith shall be included in the applicable unit prices or |unp-sum
prices contained in the Bidding Schedul e.

PART 2 - PRODUCTS (NOT APPLCABLE)

PART 3 - EXECUTI ON

3.1 GENERAL
The Contractor is responsible for quality control and shall establish and
mai ntain an effective quality control systemin conpliance with the
Contract C ause entitled "I NSPECTI ON OF CONSTRUCTION." The quality control
system shal |l consist of plans, procedures, and organization necessary to
produce an end product which conplies with the contract requirements. The
system shall cover all construction operations, both on-site and off-site,
and shall be keyed to the proposed construction sequence.

3.2 QUALI TY CONTRCOL PLAN

3.2.1 Cener a

The Contractor shall furnish for review by the Governnent, not later than
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30 days after receipt of notice to proceed, the Contractor Quality Control
(CQC) Plan proposed to inplenent the requirenents of the Contract C ause
entitled "lInspection of Construction." The plan shall identify personnel
procedures, control, instructions, test, records, and forns to be used.
The Governnment will consider an interimplan for the first 30 days of
operation. Construction will be permtted to begin only after acceptance of
the CQC Plan or acceptance of an interimplan applicable to the particul ar
feature of work to be started. Wrk outside of the features of work
included in an accepted interimplan will not be pernitted to begin unti
acceptance of a CQC Plan or another interimplan containing the additional
features of work to be started.

. 2.2 Content of the CQC Pl an
The CQC plan shall include, as a mininum the following to cover al
construction operations, both on-site and off-site, including work by

subcontractors, fabricators, suppliers and purchasi ng agents:

a. A description of the quality control organization, including a
chart showing lines of authority and acknow edgnent that the CQC staff

shal | inmplenent the three phase control systemfor all aspects of the
work specified. The staff shall include a CQC system manager who shal
report to the project manager or soneone higher in the Contractor's

or gani zati on. Proj ect manager in this context shall nean the

i ndividual with responsibility for the overall nanagenent of the
project including quality and production

b. The nane, qualifications (in resunme format), duties,
responsibilities, and authorities of each person assigned a CQC
function.

c. A copy of the letter to the CQC System Manager signed by an
aut horized official of the firmwhich describes the responsibilities
and del egates sufficient authorities to adequately performthe
functions of the CQC System Manager including authority to stop work
which is not in conpliance with the contract. The CQC System Manager

shal|l issue letters of direction to all other various quality control
representatives outlining duties, authorities and responsibilities.
Copies of these letters will also be furnished to the Government.

d. Procedures for scheduling, review ng, certifying, and managi ng
submittals, including those of subcontractors, off-site fabricators,
suppliers and purchasi ng agents. These procedures shall be in
accordance with Section 01300 SUBM TTAL DESCRI PTI ONS

e. Control, verification and acceptance testing procedures for each
specific test to include the test nanme, specification paragraph
requiring test, feature of work to be tested, test frequency, and
person responsi ble for each test. (Laboratory facilities will be
approved by the Contracting O ficer.)

f. Procedures for tracking preparatory, initial, and followup contro
phases and control, verification, and acceptance tests including
docurent ati on.

g. Procedures for tracking construction deficiencies from
identification through acceptable corrective action. These procedures
will establish verification that identified deficiencies have been
corrected.
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h. Reporting procedures, including proposed reporting formats.

i. Alist of the definable features of work. A definable feature of
work is a task which is separate and distinct fromother tasks and has
separate control requirenents. It could be identified by different
trades or disciplines, or it could be work by the sanme trade in a

di fferent environnent. Although each section of the specifications may
general ly be considered as a definable feature of work, there is
frequently nore than one definable feature under a particular section
This list will be agreed upon during the coordi nation neeting.

2.3 Accept ance of Pl an

Acceptance of the Contractor's plan is required prior to the start of
construction. Acceptance is conditional and will be predicated on

sati sfactory perfornmance during the construction. The Governnent reserves
the right to require the Contractor to make changes in his CQC plan and
operations including renoval of personnel, as necessary, to obtain the
qual ity specified.

.2.4 Notification of Changes

After acceptance of the QC plan, the Contractor shall notify the
Contracting Oficer in witing a mninmum of seven cal endar days prior to
any proposed change. Proposed changes are subject to acceptance by the
Contracting O ficer.

.3 COORDI NATI ON MEETI NG

After the Preconstruction Conference, before start of construction, and
prior to acceptance by the Governnent of the Quality Control Plan, the
Contractor shall neet with the Contracting O ficer or Authorized
Representative and di scuss the Contractor's quality control system During
the neeting, a mutual understanding of the systemdetails shall be

devel oped, including the forns for recording the CQC operations, control
activities, testing, admnistration of the systemfor both on-site and
off-site work, and the interrelationship of Contractor's Managenent and
control with the Governnent's Quality Assurance. M nutes of the neeting
shal | be prepared by the Government and signed by both the Contractor and
the Contracting Officer. The mnutes shall becone a part of the contract
file. There may be occasi ons when subsequent conferences will be called by
either party to reconfirm nmutual understandi ngs and/or address deficiencies
in the CQC system or procedures which may require corrective action by the
Contractor.

.4 QUALI TY CONTROL ORGANI ZATI ON

4.1 CQC Syst em Manager

The Contractor shall identify an individual within his organization at the
site of the work who shall be responsible for overall management of CQC and
have the authority to act in all CQC matters for the Contractor. This CQC
System Manager shall be on the site at all tinmes during construction and
will be enployed by the Contractor, except as noted in the follow ng. An
alternate for the CQC System Manager will be identified in the plan to
serve in the event of the system manager's absence. Period of absence may
not exceed two weeks at any one tine, and not nore than 45 workdays during
a cal endar year. The requirenents for the alternate will be the sane as
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for the designated CQC manager
3.4.2 CQC Organi zational Staffing

The Contractor shall provide a CQC staff which shall be at the site of work
at all tines during progress, with conplete authority to take any action
necessary to ensure conpliance with the contract.

3.4.2.1 CQC St aff

Foll owi ng are the minimumrequirenents for the CQC staff. These nini mum
requirenents will not necessarily assure an adequate staff to neet the CQC
requirenents at all times during construction. The actual strength of the
CQC staff may vary during any specific work period to cover the needs of
the work period. Wen necessary for a proper CQC organization, the
Contractor will add additional staff at no cost to the Governnent. This
listing of mininumstaff in no way relieves the Contractor of neeting the
basi ¢ requirenents of quality construction in accordance with contract

requirenents. Al CQC staff nmenbers shall be subject to acceptance by the
Contracting Oficer.

3.4.2.2 CQC Syst em Manager

EE R R R S I R I R R I I O I R R R R O S I R R I R R R R R S R R R

NOTE: Use Alternate 1 for Large and Conpl ex Jobs;
Alternate 2 for nost Mlitary and Civil Jobs; and
Alternate 3 for small jobs.

EE R R R S I R R R I R R S R R R R R S R I R I R R R R R S R R

ALTERNATE 1

The system manager shall be a graduate engi neer or architect having five
years of experience on construction of a type simlar to this contract,

i ncludi ng one year of experience in quality control or an engineering
technician with a mninumof 10 years (docunented) experience on sinlar
type construction including four years experience in quality control. The
CQC system manager shall be assigned no other duties.

ALTERNATE 2

The system nanager shall be a graduate Engi neer, having five years of

experi ence on construction of a type simlar to this contract, including
one year of experience in quality control or a technician with a m ni num of
ei ght years (docunented) experience on sinilar type construction, including

two years experience in quality control. The CQC system nanager shall be
assigned no other duties.

ALTERNATE 3
The system nmanager shall be an experienced construction person with

experience in related work. The CQC system nanager nmay have duties as
proj ect superintendent in addition to quality control

3.4.2.3 Suppl ement al Per sonne

EE R R R S I R R I R I R I R S R R R R S R R I R R R S R S R R

NOTE: Use Alternate 1 for Large and Compl ex Jobs;
Alternate 2 for nost Mlitary and Civil Jobs; and
Alternate 3 for small jobs.
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ALTERNATE 1
The Contractor shall provide as part of the CQC organization, as a m ni mum
speci al i zed personnel in the areas of electrical, nmechanical, civil, and

structural, environnental, and architectural as applicable. These
personnel shall assist and report to the CQC system nanager. Each person's
sol e responsibility shall be to assure that construction conplies with the
contract requirenments for their area of specialization. These individuals
shal I : be enployed or contracted directly with the prime contractor and not
a part of the subcontractor's organi zati on engaged in performing the
construction; be physically present at the construction site a m ni nrum of
one day per week or nore often as necessary to ensure contract conpliance;
have t he necessary education or experience to ensure contract conpliance.
Physi cal presence shall begin when each discipline of work begins on site.
In addition, these individuals shall be a part of the submittal review
process and shall sign the applicable submttal prior to Subm ssion to the
Gover nment .

ALTERNATE 2

The Contractor shall provide as part of the CQC organization, as a m ni mum
speci al i zed personnel in the areas of electrical, mechanical, civil, and
structural. These personnel shall assist and report to the CQC system

manager. Each person's sole responsibility shall be to assure that
construction conplies with the contract requirenents for their area of
speci al i zati on. These individuals shall: be enployed or contracted
directly with the prime contractor and not a part of the subcontractor's
organi zati on engaged in perform ng the construction; be physically present
at the construction site a mnimum of one day per week or nore often as
necessary to ensure contract conpliance; have the necessary education or
experience to ensure contract conpliance. Physical presence shall begin
when each discipline of work begins on site. |In addition, these

i ndi vidual s shall be a part of the submittal review process and shall sign
the applicable submttal prior to Subm ssion to the Governnent.

ALTERNATE 3

A staff shall be maintained under the direction of the CQC system nmanager
to performall QC activities. The staff nmust be of sufficient size to
ensure adequate QC coverage of all work phases, work shifts, and work crews
i nvol ved in the construction. These personnel may perform other duties,

but must be fully qualified by experience and technical training to perform
their assigned QC responsibilities and nmust be allowed sufficient time to
carry out these responsibilities. The QC plan shall clearly state the
duties and responsibilities of each staff menber.

.4.2. 4 Trai ni ng

In addition to the above experience and education requirenents the CQC
System Manager or the principal menber of the CQC staff shall attend an 8

hour training course on "Construction Quality Managenment." This course
will be periodically offered by the Corps of Engineers and tines, dates and
| ocation will be provided at the Pre-constructi on Conference.

.5  CONTROL

Contractor Quality Control is the means by which the Contractor ensures
that the construction, to include that of subcontractors and suppliers,
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conplies with the requirenents of the contract. The controls shall be
adequate to cover all construction operations, including both on-site and
off-site fabrication, and will be keyed to the proposed construction
sequence. The controls shall include at |east three phases of control to
be conducted by the CQC system nanager for all definable features of work,
as follows:

.5.1 Pr epar at ory Phase

Thi s phase shall be performed prior to begi nning work on each definabl e
feature of work and shall include:

a. A review of each paragraph of applicable specifications.
b. A review of the contract plans.

c. A check to assure that all materials and/or equipnent have been
tested, submtted, and approved.

d. A check to assure that provisions have been nmade to provide
required control inspection and testing.

e. Exanmination of the work area to assure that all required
prelimnary work has been conpleted and is in conpliance with the
contract.

f. A physical examination of required materials, equipnment, and sanple
work to assure that they are on hand, conformto approved shop draw ng
or submitted data, and are properly stored.

g. A review of the appropriate activity hazard anal ysis to assure
safety requirenents are net.

h. Discussion of procedures for constructing the work including
repetitive deficiencies. Document construction tol erances and
wor kmanshi p standards for that phase of work.

i. A check to ensure that the portion of the plan for the work to be
performed has been accepted by the Contracting Oficer

The Governnent shall be notified at |east 24 hours in advance of begi nning
any of the required action of the preparatory phase. This phase shal

i nclude a neeting conducted by the CQC system nanager and attended by the
superintendent, other CQC personnel (as applicable), and the forenman
responsi ble for the definable feature. The results of the preparatory
phase actions shall be docunented by separate m nutes prepared by the CQC
system manager and attached to the daily CQC report. The Contractor shal

i nstruct applicable workers as to the acceptable | evel of worknmanship
required in order to neet contract specifications.

.5.2 Initial Phase

Thi s phase shall be acconplished at the begi nning of a definable feature of
work. The follow ng shall be acconplished:

a. A check of prelinnary work to ensure that it is in conpliance with
contract requirements. Review mnutes of the preparatory neeting.

b. Verification of full contract conpliance. Verify required contro
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i nspection and testing.

c. Establish level of workmanship and verify that it neets mni num
accept abl e wor kmanshi p standards. Conpare with sanple panels is
appropri ate.

d. Resolve all differences.

e. Check safety to include conpliance with and upgrading of the safety
pl an and activity hazard analysis. Review the activity analysis with
each wor ker.

The Governnent shall be notified at |east 24 hours in advance of begi nning
the initial phase. Separate mnutes of this phase shall be prepared by the
CQC system manager and attached to the daily QC report. Exact | ocation of
initial phase shall be indicated for future reference and conparison with
foll ow-up phases. The initial phase should be repeated for each new crew to
work on-site, or any tinme acceptable specified quality standards are not
bei ng net.

.5.3 Fol | ow- up Phase

Daily checks shall be perforned to assure continuing conpliance with
contract requirenents, including control testing, until conpletion of the
particul ar feature of work. The checks shall be nade a matter of record in
the CQC docunmentation. Final foll owup checks shall be conducted and al
deficiencies corrected prior to the start of additional features of work
whi ch may be affected by the deficient work. The Contractor shall not
bui |l d upon or conceal non-conform ng work.

.5.4 Additional Preparatory and Initial Phases

Addi ti onal preparatory and initial phases nmay be conducted on the sane
definable features of work as determ ned by the Governnent if the quality
of on-going work is unacceptable; or if there are changes in the applicable
QC staff or in the on-site production supervision or work crew, or if work
on a definable feature is resuned after a substantial period of inactivity,
or if other problens devel op

.6  TESTS
.6.1 Testing Procedure
The Contractor shall performtests specified or required to verify that
control measures are adequate to provide a product which conforms to
contract requirenments. Testing includes operation and/or acceptance tests
when specified. The Contractor shall procure the services of a Corps of
Engi neers approved testing | aboratory or establish an approved testing
| aboratory at the project site. The Contractor shall performthe
followi ng activities and record and provide the foll owi ng data:

a. Verify that testing procedures conply with contract requirenents.

b. Verify that facilities and testing equi pnent are avail able and
conply with testing standards.

c. Check test instrument calibration data against certified standards.

d. Verify that recording fornms and test identification control nunmber
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system including all of the test documentation requirenents, have been
pr epar ed.

e. Results of all tests taken, both passing and failing tests, will be
recorded on the Quality Control report for the date taken

Speci fication paragraph reference, |ocation where tests were taken, and
t he sequential control nunber identifying the test will be given.

Actual test reports may be subnmitted later, if approved by the
Contracting Officer, with a reference to the test nunmber and date
taken. An information copy of tests perfornmed by an off-site or
commercial test facility will be provided directly to the Contracting
Oficer. Failure to submit tinely test reports, as stated, may result

i n nonpaynment for related work performed and di sapproval of the test
facility for this contract.

6.2 Testing Laboratories
6.2.1 Capabi lity Check

The Governnent reserves the right to check | aboratory equipnent in the
proposed | aboratory for conpliance with the standards set forth in the
contract specifications and to check the | aboratory technician's testing
procedures and techni ques. Laboratories utilized for testing soils,
concrete, asphalt and steel shall neet criteria detailed in ASTM D 3740 and
ASTM E 329.

.6.2.2 Capability Recheck

If the selected | aboratory fails the capability check, the Contractor will
be assessed a charge of $500.00 to reinmburse the Governnent for each
succeedi ng recheck of the laboratory or the checking of a subsequently

sel ected | aboratory. Such costs will be deducted fromthe contract anount
due the Contractor.

.6.3 On-Site Laboratory

The Governnent reserves the right to utilize the Contractor's control
testing laboratory and equi pnment to nake assurance tests and to check the
Contractor's testing procedures, techniques, and test results at no

addi tional cost to the Government.

.6.4 Furni shing or Transportation of Sanmples for Testing

Costs incidental to the transportation of sanples or materials will be
borne by the Contractor. Unless otherw se direected by the Contracting
Oficer, sanmples of materials for test verification and acceptance testing
by the Governnent shall be delivered to the Corps of Engineers Division
Laboratory, f.o.b., at the follow ng address:

U S. Arny Waterways Experinment Station
Materials Testing Center

3909 Halls Ferry Road

Vi cksburg, M5, 39180-6199

Coordi nation for each specific test, exact delivery |location and dates will
be made through the Area Ofice.

7 COVPLETI ON | NSPECTI ON
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At the conpletion of all work or any increnent thereof established by a
conpletion tinme stated in the Special Contract Requirenents entitled
"Commencenent, Prosecution, and Conpletion of Wrk," or stated el sewhere in
t he specifications, the CQC system nanager shall conduct an inspection of
the work and develop a "punch list" of items which do not conformto the
approved plans and specifications. Such a list of deficiencies shall be

i ncluded in the CQC docunentation, as required by paragraph DOCUMVENTATI ON
bel ow, and shall include the estimted date by which the deficiencies wll
be corrected. The CQC system manager or staff shall make a second

i nspection to ascertain that all deficiencies have been corrected and so
notify the Government. These inspections and any deficiency corrections
required by this paragraph will be acconplished within the time stated for
conpletion of the entire work or any particular increment thereof if the
project is divided into increments by separate conpletion dates.

. 8 DOCUMENTATI ON

The Contractor shall maintain current records of quality control

operations, activities, and tests performed, including the wrk of
subcontractors and suppliers. These records shall be on an acceptable form
and shall include factual evidence that required quality control activities
and/ or tests have been performed, including but not linmted to the
fol | owi ng:

a. Contractor/subcontractor and their area of responsibility.

b. Operating plant/equiprment with hours worked, idle, or down for
repair.

c. Wrk perforned each day, giving |ocation, description, and by whom

When Network Analysis (NAS) is used, identify each phase of work
performed each day by NAS activity nunber.

d. Test and/or control activities perforned with results and
references to specifications/plan requirenents. The control phase
shoul d be identified (Preparatory, Initial, Followup). List
deficiencies noted along with corrective action

e. Mterial received with statement as to its acceptability and
st or age.

f. Submittals reviewed, with contract reference, by whom and action
t aken.

g. Of-site surveillance activities, including actions taken

h. Job safety evaluations stating what was checked, results, and
i nstructions or corrective actions.

i. [Instructions given/received and conflicts in plans and/or
speci fications.

j. Contractor's verification statenent.
k. These records shall indicate a description of trades working on the
project; the nunber of personnel working; weather conditions

encount ered; and any del ays encountered. These records shall cover
both conform ng and deficient features and shall include a statenent
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t hat equi pnment and naterials incorporated in the work and wor kmanshi p
conply with the contract. The original and one copy of these records
in report formshall be furnished to the Governnent the first workday
followi ng the report, except that reports need not be submitted for
days on which no work is performed. As a mininum one report shall be
prepared and submitted for every seven days of no work and on the | ast
day of a no work period. Al calendar days shall be accounted for

t hroughout the Ilife of the contract. The first report follow ng a day
of no work shall be for that day only. Reports shall be signed and
dated by the CQC system manager. The report fromthe CQC system
manager shall include copies of test reports and copies of reports
prepared by all subordinate quality control personnel

3.9 SAMPLE FORMS
Sanple fornms are enclosed at the end of this section.
3.10  NOTI FI CATI ON OF NONCOWPLI ANCE

The Contracting Officer will notify the Contractor of any detected
nonconpl i ance with the foregoing requirenments. The Contractor shall, after
recei pt of such notice, immediately take corrective action. Such notice,
when delivered to the Contractor at the site of the work, shall be deened
sufficient for the purpose of notification. |If the Contractor fails or
refuses to conply pronptly, the Contracting Oficer nay issue an order
stopping all or part of the work until satisfactory corrective action has
been taken. No part of the time |lost due to such stop orders shall be made
t he subject of claimfor extension of tine or for excess costs or damages
by the Contractor.

3.11 RES| DENT MANAGEMENT SYSTEM ( RVS)

Rk Ik kR IR R R Ok O e S O R AR Rk I R O o O R R R S O I S S S

NOTE: For Civil jobs, contact the Tulsa Area Ofice
to determine if RM5is suitable. For mlitary jobs,
contact the project nanager for the job to determ ne
if RMSis suitable.

EE R I R R S I R R R I R I R S R R R R I R S I R R I R R R S R O S R R O

The Contractor shall inplement the Resident Managenent system ( RVS)
conput er program software for generating and maintaining the Contractor's
Daily Quality Control Reports and other project information. The
CGovernment will provide the Contractor with the software at no charge and
will assist in on-site training and program support.

The program shall be used to docunment and maintain the foll ow ng
i nformation:

Prime Contractor staffing and subcontractor data

I nsurance expiration dates

Definable features of work (itens requiring a preparatory

i nspection) with pay activities and activity nunber, and the
val ue, duration, start and finish dates, subcontractor, and bid
itemreference for each activity

Quality control tests
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Pl anned trai ni ng
Install ed property Iist

Submittal information including specification section
description, tine required for procurenent and days of float for
materi al need-by dates, all tied to activity nunber.

Progress earnings. The sumof all activity values shall equal the
contract ampunt and bid itenms shall be separately identified in
accordance with the Bi dding Schedul e and the total contract

amount. All information shall be maintained current and subnitted
to the Government weekly.

The RMS shall docunent deficiency reports fromthe Government and shal
state outstanding or future required corrections. The shall indicate the
deficiency report on the Daily Quality Control Report and shall record
corrections made in the RMS
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DAI LY CONSTRUCTI ON QUALI TY CONTROL REPORT
Dat e: Report No.
Contract No.:
Description and Location of Wrk

WEATHER: (Clear) (P. doudy) (d oudy); Tenperature: M n; Max;
Rai nf al | I nches

Contractor/ Subcontractors and Area of Responsibility with Labor Count for
Each:

a.
b

c.
d.

Equi prent Data: (Indicate items of construction equipnent, other than hand
tools, at the jobsite, and whether or not used.)

1. Work Perforned Today: (Indicate |ocation and description of work
perfornmed. Refer to work perforned by prine and/or subcontractors by letter
in table above.)

2. Results of Surveillance: (Include satisfactory work conpl eted, or
deficiencies with action to be taken.)

a. Preparatory Inspection

b. Initial Inspection

c. Followp Inspections:
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3. Test Required by Plans and/or Specifications Performed and Results of
Test s:

4. Verbal Instructions Received: (List any instructions given by
Cover nent personnel on construction deficiencies, retesting required,
etc., with action to be taken.)

5. Remarks: (Cover any conflicts in plans, specifications, or
instructions or any delay to the job attributable to weather conditions.)

6. Results of Safety Inspection: (Include safety violations and
corrective actions taken.)

Contractor's | nspector

CONTRACTOR' S VERI FI CATION:  The above report is conplete and correct and
all material and equi pnent used and work performed during this reporting
period are in conmpliance with the contract plans and specifications except
as noted above.

Contractor's Approved Authorized Representative
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PREPARATORY | NSPECTI ON CHECKLI ST
Contract No.:
Title:

MAJOR DEFI NABLE SEGVENT OF WORK:

A.  PERSONNEL PRESENT:
NAVE POSI T ON

1.

9.

10.

(List additional personnel on reverse side.)
B. TRANSM TTALS | NVOLVED:

CONTRACTOR OR NUMBER & | TEM CODE
APPROVAL

1.

2.

B-1. Have all itens involved been approved? Yes

B-11. \What itens have not been approved?
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Dat e:

Specs Secti on:

COVPANY

GOVERNMENT



| TEM STATUS

C. ARE ALL MATERI ALS ON HAND? Yes No

Cl. Are all materials on hand in accordance wi th approval s?

Yes

CIl. Itens not on hand or not in accordance with transmttals:

D. TESTS REQUI RED I N ACCORDANCE W TH CONTRACT REQUI REMENTS:
TEST PARAGRAPH

1.

2.

3.

E. ACCI DENT PREVENTI ON PREPLANNI NG - HAZARD CONTROL MEASURES:

E-1. Applicable Qutlines (Attach Conpl eted Copies):
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E-11. Operational Equi pnment Checklists:
ATTACHED FOR:

1.

2

3.

ON FI LE FOR:

Quality Control - Prime Contractor

Quality Control - Work Invol ved
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I NI TI AL | NSPECTI ON CHECKLI ST
Contract No.:
Dat e:
Description and Location of Wirk |nspected:
Specs Secti on:
REFERENCE CONTRACT DRAW NGS:
A.  PERSONNEL PRESENT:

NAVE PCSI TI ON COVPANY

10.

B. MATERI ALS BEI NG USED ARE I N STRI CT COWPLI ANCE W TH THE CONTRACT PLANS
AND SPECI FI CATI ONS.

Yes No I F NOT, EXPLAIN:

C. PROCEDURES ANDY OR WORK METHODS W TNESSED ARE | N STRI CT COWPLI ANCE W TH
THE REQUI REMENTS OF THE CONTRACT SPECI FI CATI ONS.

Yes No | F NOT, EXPLAIN:
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D. WORKMANSHI P | S ACCEPTABLE.

Yes No STATE AREAS VWHERE | MPROVIVENT
'S NEEDED:

E. SAFETY VI OLATI ONS AND CORRECTI ON ACTI ON TAKEN:

Quality Control Representative
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OPERATI ON AND MAI NTENANCE FI ELD | NSTRUCTI ONS
CONTRACT NO.
DESCRI PTI ON
LOCATI ON
DATE
Operation and mai nt enance instructi ons were conducted for (Type of
Equi pnent)
required by section , paragraph ,

on . (Date)

The foll owi ng personnel were present: (Signatures of Attendees)

Instructions were given by (Contractor's Representative)

The personnel identified herein by their signatures certify that they have
been instructed in the operati on and nmi nt enance of the above-nentioned
equi pnent .
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Pl PI NG SYSTEM TEST REPORT
STRUCTURE OR BUI LDI NG
CONTRACT NO

DESCRI PTI ON OF SYSTEM OR PART OF SYSTEM TESTED:

DESCRI PTI ON OF TEST:

NAME AND Tl TLE OF PERSON | N CHARGE OF PERFORM NG TESTS FOR CONTRACTOR:
NAVE

TI TLE

SI GNATURE

| HEREBY CERTI FY THAT THE ABOVE- DESCRI BED SYSTEM HAS BEEN TESTED AS

| NDI CATED ABOVE AND FOUND TO BE ENTI RELY SATI SFACTORY AS REQUI RED | N THE
CONTRACT SPECI FI CATI ONS.

(SI GNATURE OF | NSPECTOR)

( DATE)
REMARKS:
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CONTRACTOR S | NSPECTOR ROCFI NG CHECKLI ST AND TEST REPORT

DATE: WEATHER
CONTRACT NO. :
Al data required to be taken from | abels on contai ner

1. Type of bitumen used with underlayment or insulation and area covered

2. Type of bitunmen used with base sheet and area covered

3. Type of bitumen used for nmopping 4 plies

4. Type of bitumen used for flood coat or surfacing gravel

5. Type and thickness of insulation or underlaynment used

6. Type of base sheet used

7. Type of felt used

8. Source of surface gravel and condition, wet, dry, clean

9. Roofing sanple(s), location and wei ght

10. Bitumen sanple furnished to the Government, quantity and type
11. Bitumen tenperature checks, type of asphalt, tine taken, naxinmm
tenperature specified
12. Are broons being used? Yes No.
13. Bitum nous cenent used, type and usage
14. Area covered
Contractor's Approved Authori zed Quality Control |nspector

Representative

-- End of Section --
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